[image: image1.jpg](9) Both the length and tension of the sticks can be amendable.

(10) DEVO-7 can be freely switched among Modes 1, 2, 3, and 4.

(11) DEVO-7 is suitable for helicopter and airplaner. In the helicopter mode, there are three flight modes,each
of which can be freely set and its parameters can be personalizedly adjusted to meet the requirement
for F3C or 3D aerobatic flight.

2.2 Features of RX701

(1) Adopts 2.4GHz Direct Sequence Spread Spectrum (DSSS) that features fast reaction and strong anti-

Jjamming protection.
(2) Double receiving circuits and signal switch automatically effectively assure the stability of receiving signal.
(3) The single chip Microco as CPU provides super-strong analyzing ability.

(4) The receiver maintains the frequency and the ID memories when its changing a new battery pack with
the transmitter powered on .

(5) It can be customizedly set as fixed ID and automatic ID assignment.

3.0 Specification

3.1 DEVO-7 transmitter Specification

Encoder -+ e +++» 7-channel micro computer system
Frequency »«+-se+ssessneoneos 2.4GHz DSSS
OUtpUt pOWEr -+ =+ =+ s e v e e eseees <100 MW

+eo e 2230 mA (100 mW)
54 Battery 8 X1.5V or NiMH 8 X1.2V 1,600 - 2,000 mAh

Currentdrain »«»eevven

Power supply« -+

Qutput pulse caisassesenenes 201000 — 2000 Ms (1500Ms Neutral)
3.2 Receiver specification

Type +srvernserneeeneneeneens 24GHz 7 channels

Sen: ty »vonree s e ees =105 dom

Frequency interval »»«orvvverevss 24 M

Weight cees 1169

Dimension -+ ceeeren e 43X28X16mm

Recelver Battery ««+.«vovvvvvoe 4.8-6Y 1,300mAR
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